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210-299-1500

FISHERHECK.COM

GENERAL NOTES

IMMEDIATELY ON DISCOVERY OF THE NEED FOR CLARIFICATION
OF THE CONTRACT DOCUMENTS, SUBMIT A REQUEST FOR
INFORMATION TO ARCHITECT.

2. THESE DOCUMENTS SHOULD NO BE CONSIDERED AS A SURVEY

TECTS

SAN ANTONIO TEXAS

REPAIR BOTH SIDES OF LIMESTONE
X / WALL. REPLACE MISSING AND/OR

DETERIORATED STONE IN-KIND.

915 SOUTH ST MARY'S STREET

,’ I REPOINT JOINTS PER GENERAL NOTE 9 ADHERE TPO MEMBRANE OF EXISTING CONDITIONS. THE GENERAL CONTRACTOR SHALL
3 OVER THE EXISTING ROOF NOTIFY ARCHITECT IMMEDIATELY OF ANY DISCREPANCIES OR
| " EXISTINGFLOORING; REF.TO MEMBRANE INTO THE NEW OMISSIONS BETWEEN DOCUMENTS AND FIELD CONDITIONS
] — —_ = |  GENERALNOTES SCUPPER BEFORE COMMENCING ANY WORK AND REQUEST CLARIFICATION.

3. ELEMENTS NOTED WITHIN KEYNOTES ARE BASED UPON VISUAL
OBSERVATIONS AT THE TIME OF SURVEY, CONTRACTOR TO
VERIFY ANY ADDITIONAL SUBSEQUENT DAMAGE THAT MAY HAVE
OCCURED.

4. FIELD VERIFY ALL EXISTING DIMENSIONS, ELEVATIONS, &
CONDITIONS PRIOR TO COMMENCEMENT OF WORK.

5. ALL DIMENSIONS ARE TO FACE OF MATERIAL UNLESS NOTED
OTHERWISE.

6. ALL DOOR AND WINDOWS THAT ARE TO REMAIN SHALL BE
PROTECTED DURING CONSTRUCTION.

7. DO NOT REMOVE BASE BOARDS OR OTHER WOODEN TRIM;
EXCEPT DURING REPOINTING AND REPLASTERING WHERE

Fisher Heck

EXISTING FLOOR STRUCTURE;
_ REF. TO GENERAL NOTE 8

PULL DIRT AWAY FROM

EXISTING FOUNDATIONS REPAIR BOTH SIDES OF LIMESTONE
FOR STABILIZATION AND FOUNDATION. REPLACE MISSING
REPOINTING. BACK FILL AND/OR DETERIORATED STONE IN-

WHEN COMPLETE KIND. REPOINT JOINTS PER GENERAL
NOTE 9

NATURAL FINISH GALVALUME ——— |
SCUPPER AND 6" DOWNSPOUT NEEDED, PROTECT DURING CONSTRUCTION.
W/ OVERFLOW DRAIN; ANCHOR ‘ 8. SELECT AREAS OF FLOORING AND FLOOR STRUCTURE MAY NEED
DOWNSPOUT THROUGH THE TO BE REMOVED DURING REPOINTING AND STABILIZATION OF 11/01/24
MORTAR FOUNDATION WALLS. CONTRACTOR WILL DETERMINE THE
EXTENT OF REMOVALS NECESSARY UNDER MEANS AND

METHODS. ANY FLOOR STRUCTURE REMOVED WILL BE DONE
WITH SENSITIVITY SO IT HAS THE POTENTIAL FOR REUSE.
REMOVED MATERIALS WILL BE LABELED AND CAREFULLY STORED
WITHIN THE BUILDING

9. REPOINT100% OF EXTERIOR AND INTERIOR STONE WALLS.
CAREFULLY REMOVE EXISTING MORTAR A MINIMUM OF 2 INCHES
FROM FACE OF STONE.

10. REPOINTING MORTAR TO CONSIST OF 4 PARTS BUFF COLORED
RIVER SAND, 1 PART LIME, 1/4 PART PORTLAND CEMENT.

11. SOME PORTIONS OF WALL MAY NEED TO BE DISASEMBLED,
SHORED, AND REASSEMBLED USING SAME OR LIKE STONE.

SECT'ON DETA”_ SCUPPER DETA”_ ELEVATION SHEETS INDICATE SOME OF THESE AREAS.
3 4 CONTRACTOR WILL DETERMINE IF ADDITIONAL ARE NEEDED.
3/4" = 1'-Q" 1"=1-0" 12. PROVIDE A TEMPORARY POWER IN EACH BUILDING.

13. NOT USED

14. ALL VISIBLE EXPOSED WOOD SURFACES MUST BE PAINTED TO
MATCH EXISTING SURFACE COLOR; PROVIDE SAMPLES TO
ARCHITECT FOR APPROVAL, REFER TO SPECS FOR MORE INFO.

NO WORK ON EXISTING
ROOF PROTECT DURING
SCUPPER INSTALLATION

A-210

2 KEYNOTES

A 01 REPAIR AND REPOINT BOTH SIDES OF EXISTING LIMESTONE
‘ @ @ FOUNDATION TO BOTTOM OF FOUNDATION OR 3-0" MAX. BELOW
e GRADE. REPONTING SHOULD BE DONE IN NO MORE OF 5'-0"
SECTIONS AT A TIME.

l | ' | 02 CAREFULLY REMOVE ALL WOOD FRAMING; SALVAGE ALL
ORIGINAL WOOD THAT REMAINS IN GOOD CONDITION AND
555 \—a STORE FOR REUSE.
03 REMOVE DEBRIS FROM CRAWL SPACE, REMOVE ALL MEP ITEMS,

PULL DIRT AWAY FROM EXISTING FOUNDATIONS AND REPOINT
FACES OF FOOTINGS. BACK FILL WHEN COMPLETE

04 AT CONCRETE STEPS GENTLY REMOVE ALL LOOSE OR
SPALDING FRAGMENTS OF CONCRETE, THEN CLEAN ENTIRE
CONCRETE STAIR AND ALLOW TO DRY. APPLY A CONCRETE
BONDING AGENT TO STAIR, THEN APPLY CONCRETE TOPPING TO
STAIR WITH SALT FINISH.

05 REPAIR AND REFINISH METAL GRILLE; REPLACE IN-KIND WHERE

&

07 INSTALL 3/4 INCH PLYWOOD SHEETS TO PROTECT EXISTING
CONCRETE FLOOR DURING CONSTRUCTION.

A 08 CAREFULLY REMOVE FLOOR BOARDS AND STORE WITHIN THE
BUILDING FOR FUTURE RE-INSTALATION

09 GALVALUME METAL SCUPPER AND 6" GUTTER

L~
4 A-211 D—r= < —-—® 10 _TYP. PREGAST CONCRETE SPLASH BLQCK 24'LJ0x3"H AT

REPAIR AND REPOINT ONLY THE EXTERIOR SIDE OF EXISTING
LIMESTONE FOUNDATION TO BOTTOM OF FOUNDATION OR 3'-0"
MAX. BELOW GRADE. REPONTING SHOULD BE DONE IN NO MORE
OF 5-0" SECTIONS AT A TIME.

A-211 P

NEEDED
3 2 06 REPOINT WALL; REFER TO GENERAL NOTES 9,10,11

o &

SECURE OPENING WITH 3/4" PRESSURE TREATED PLYWOOD
PRIME AND PAINT EXTERIOR FACE WITH SATIN PAINT
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TECTS
SAN ANTONIO TEXAS
FISHERHECK.COM
210-299-1500

— ———— RE-POINT CHIMNEY if

915 SOUTH ST MARY'S STREET

Fisher Heck

POSSIBLE AREA OF

REASSEMBLY
GALVALUME STANDING SEAM
METAL ROOF W/ CRIMPED
RIDGES, 1"H SEAMS, & 21"W
PANELS

GALVALUME 6" HALF-ROUND
GUTTER

WOOD FASCIA AND SOFFIT,
PRIME AND PAINT TO MATCH
EXISTING

REMOVE ALL VEGETATION
FROM BUILDING

GALVALUME 6" DOWNSPOUT
TO MATCH GUTTER 11/01/24

H
[
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REPOINT WALL

CAREFULLY REMOVE ALL )
EXPOSED SPRAY FOAM AND
MASTIC FROM MASONRY JOINTS
AND REPOINT AS NEEDED W/
APPROPRIATE MORTAR MIX

=

BN R

S

100% CLEANING OF STONE;
APPLY AFTERWASH
PROTECTIVE TREATMENT
AFTERWARDS

=
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POSSIBLE AREA OF
REASSEMBLY
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—— REPAIR AND REFINISH METAL
GRILLE; REPLACE IN-KIND
WHERE NEEDED

===
T

Ir

—— TYP. PRECAST CONCRETE
SPLASH BLOCK 24"Lx10"Wx3"H
AT BASE OF DOWNSPOUT
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REPAIR AND REFINISH METAL 3/4" PRESSURE TREATED
GRILLE; REPLACE IN-KIND PLYWOOD ANCHOR TO DOOR
WHERE NEEDED FRAME, PAINT

@ 1877 COURTHOUSE-REHABILITATION-EAST ELEVATION

1/4" = 10"

RE-POINT CHIMNEY

—— CONTINUOUS METAL FLASHING

GALVALUME STANDING SEAM
METAL ROOF W/ CRIMPED
RIDGES, 1"H SEAMS, & 21"W
PANELS

GALVALUME 6" HALF-ROUND
GUTTER

WOOD FASCIA AND SOFFIT,
PRIME AND PAINT TO MATCH
EXISTING

CAREFULLY DECONSTRUCT
NON-ORIGINAL BRICK MASONRY
CHIMNEY. VOID WITHIN WALL
RESULTING FROM THE
REMOVAL OF CHIMNEY, SHALL
BE FILLED WITH MATCHING
STONE WITH A LIME BASED
MOTAR

GALVALUME 6" DOWNSPOUT
TO MATCH GUTTER

EEv
— T

REPOINT WALL

I

100% CLEANING OF STONE;
APPLY AFTERWASH
PROTECTIVE TREATMENT
AFTERWARDS

TEMPORARY REMOVE
HISTORICAL PLAQUES AND
SECURELY STORE; PLACE

PLAQUES IN EXACT LOCATION
WHEN STONE WORK IS PROJECT NO:
COMPLETED

REPOINT WALL

BANDERA COUNTY VISITOR CENTER

SHEET TITLE

EXTERIOR ELEVATIONS

=y

I

TEMPORARY REMOVE
HISTORICAL PLAQUES AND
SECURELY STORE; PLACE
PLAQUES IN EXACT LOCATION
WHEN STONE WORK IS
COMPLETED

I

T =A== |
e
NIREBEIEN

/\  REVISIONS
REPAIR AND REFINISH METAL 1 RE-ISSUE
GRILLE REPLACE IN-KIND 2 ADDENDUM 3
WHERE NEEDED

I

I

TYP. PRECAST CONCRETE
SPLASH BLOCK 24"Lx10"Wx3"H
AT BASE OF DOWNSPOUT

7
\ ““‘ \ \ \ f )

[

3/4" PRESSURE TREATED

PLYWOOD ANCHOR TO DOOR
FRAME, PAINT

1877 COURTHOUSE-REHABILITATION-WEST ELEVATION SHEET N0

A-200

104" = 1-Q"
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